
SCOUT 1N

Conductor Diameter Construction
up to 1.5’’ (38 mm) Aluminum Alloy

Dimensions Capacity Weight
24’’ x 30’’ x 50’’ tall

610 x 762 x 1270 (mm)
300 lb 

(136 kg)
80 lb 

(36 kg)

Operation # of Conductors Occupancy
Non-powered Single-conductor 1 person

TRAILBLAZER 2-3E

Conductor Diameter Construction
1’’- 3’’ (25 mm - 76 mm) 

including armor rod
Titanium Alloy and   

Aluminum

Dimensions Capacity Weight
32’’ x 64’’ x 60’’ tall

813 x 1626 x 1524 (mm)
400 lb 

(181 kg)
175 lb 
(80 kg)

Operation # of Conductors Occupancy

Electric-powered Horizontal or 
Tri-bundle 1 person

Conductor Diameter Construction
1’’- 3’’ (25 mm - 76 mm) 

including armor rod
Titanium Alloy and   

Aluminum

Dimensions Capacity Weight
32’’ x 56’’ x 60’’ tall

813 x 1422 x 1524 (mm)
400 lb 

(181 kg)
100 lb 
(45 kg)

Operation # of Conductors Occupancy

Non-powered Horizontal or 
Tri-bundle 1 person

TRAILBLAZER 2-3N
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Line Carts

Quad-Bundle | Electric-Powered

Coming Soon!

EXPEDITION 4E

TBD 6E

6-Bundle | Gas or Electric-Powered

Coming Soon!

Vertical-Bundle | Non or 
Electric-Powered

Coming Soon!

OUTRIDER


